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The folding & gluing machine  for digital-offset

METRO STARTUP



01
METRO Startup grows with the client
METRO startup adopts state-of-the-art technology to give the end user 

a machine able to perform a wide variety of jobs. It is, without doubt, the 

most versatile machine available. The modular design, the possibility 

to add an automatic feeder and accessories as users’ needs grow 

and change, allow to acquire all the advantages of an automatic and 

productive fold & gluing machine evolving into the METRO line.

02
Fast and 
easy restart 
Mobile bridges are supports for 
positioning the working tools. They 
allow the machine configuration to be 
changed quickly and safely, adapting 
to different types of work.

Manual feeding 
Side Lay brackets movable on a slide rail with 
one locking handwheel. 
Single tilt adjustment for both brackets with a 
single handwheel.

Delivery
Independent and adjustable, in height and 
inclination, delivery table, equipped 
with front and side brackets.



03
Maximum stability 
Diamond-shaped bars that 
facilitate clamping and positioning 
of the various tools thanks to their 
absolute rigidity and reduced 
dimensions.

04
Maximum quality 
The transport wheels and the 
linear support that hooks onto 
the diamond-shaped bars have a 
self-aligning pivoting movement 
(patented) that eliminates any lateral 
movement of the paper during 
processing and consequent folding 
inaccuracies and possible abrasion 
on the print.

05
Quick set-up 
Compact folding sets. 
The longitudinal folding devices are 
assembled in one compact group, 
so that a single clamp determines 
their position on the diamond-shaped 
bars or their removal from the 
machine. 06

Absolute precision 
The side lay speeds up size changes 
and eliminates waste in micro-runs. 
During feeding, it is possible to insert 
boxes with the pre-folded long side. 
The patented side lay must be used 
to obtain a precise fold.

07
Portable 
control panel 
The control panel is movable on 
the machine. It can be attached to 
the sides of the machine and allows 
working on either the right or left 
side. It consists of:

• electro-mechanical buttons for the 
most frequent commands 

• touchscreen panel for entering 
work parameters and displaying 
alarms and counts performed.

Hot melt gluing system 

Direct support



Applicator for applying 
double -sided tape.

Tipper, transversal folding unit, 
similar to a buckle, complete with 
blower for fold invitation and small 
additional plough for processing 
side flaps of envelopes and folders.

Pipe and gun, additional 
device for making the two 
lateral gluing lines for 
envelopes or folders.

Technical data
Format max 78x78 min  6x6 cm

Grammages 90 / 400 gsm

Speed 200 m/min.

Hot melt device 4.5 Kg

Machine dimensions  2,5 x 1,2 m

Machine weight 500 Kg

Power 4 kW

Compressed air consumption 20 l/min. - (6bar)
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Optional
Belt feeder

Tipper, tranversal buckle fold

Pipe + gun for hot melt 

Cold gluing device
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